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• Connect footswitch and power cord to laser console

• Power up system, press OK
• Enter Pass code: 888

• Doctor inserts and secures fiber
in the cannula

• Doctor checks fiber for damage
(see reverse side)

• When Doctor is ready, press
‘OK’ to calibrate the system

• Select the ‘Surgery’ icon
• Select ‘Standard’ mode
• Select ‘Low Energy’ Preset

• Select fiber size
• Enter alpha-numeric fiber serial number located on sterile pouch & press ‘OK’
• Open outer fiber pouch and present to the Doctor in the sterile field
• Doctor removes and opens internal sterile pouch and removes fiber from cardboard
• Doctor returns green fiber connector to assistant outside the sterile field
• Assistant unscrews Port B cap, inserts and snugly screws in green fiber connector

Cont. on Back

• In ‘Standby’ screen, select ‘High’
Power and ensure ‘Pulse Train’ is
highlighted

• When Doctor is ready, press ‘Start
Procedure’ to enter Ready mode

• Laser will fire when Doctor presses
and holds footswitch
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Warning: Ensure patient and all personnel in the procedure 
room are wearing appropriate eyeware.

Power Switch

Footswitch
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• When spot treatment is complete, Doctor releases
the footswitch

• Press ‘Next Spot’ or ‘Finish’ procedure per
Doctor’s instructions

MD2600F-004109 Rev A
Disclaimer: Always consult RegenalaseTM Instructions for Use (IFU). In the event of any discrepancies, the information contained in the 
IFU shall take precedence.

Warning: 

• Always check the aiming beam before using the laser; the shape of the beam on a surface should 
be symmetrical. This indicates that the emission system (fiber cable) is working properly.

• Ensure the optical fiber always points in a safe direction prior to pressing ‘OK’ and any time the laser 
will be activated.

• Insert fiber into 18 gauge needle ensuring tip extends 1mm beyond needle tip
• Tighten Luer lock to secure fiber to cannula
• Point fiber tip to non-reflecting, white surface at least 2 cm away
• Observe the shape of the green spot when Calibration is started
• Replace fiber if an irregular pattern is observed (see below)

Step 7

Fiber Preparation & Tip Verification

Well-defined Circle Indicates 
a High Quality Fiber

Dispersed Pattern Indicates 
Lower Quality or Broken Fiber




